Signalized Intersection Analysis Results

2010 NO-BUILD 2010 BUILD 2030 NO-BUILD 2030 BUILD

SIGNALIZED INTERSECTION

DELAY DELAY DELAY DELAY
AM PEAK HOUR

U.S. Route 1 @ Telegraph Rd 45.5 D 43.3 D 89.9 F 98.0 F
U.S. Route 1 @ Fairfax County Pkwy 46.9 D 36.9 D 36.9 D 30.5 C
U.S. Route 1 @ Backlick Rd / Pohick Rd 27.0 C 24.2 C 23.8 C 20.7 C
U.S. Route 1 @ Belvoir Rd 32.3 C 34.8 C 35.2 D 62.1 E
U.S. Route 1 @ Woodlawn Rd 15.6 B 16.4 B 15.1 B 14.8 B
U.S. Route 1@0OId Mill Rd / Mt Vernon Mem Hwy / Woodlawn Plantation 136.7 F - - 141.9 F - -
U.S. Route 1 @ Connector Road - - 50.7 E - - 42.5 E
Fairfax County Pkwy @ Kingman Rd 48.3 D 48.0 D 57.0 E 441 D
Kingman Rd @ Beulah St 30.2 C 18.2 B 30.2 C 32.0 C
Telegraph Rd @ Fairfax County Pkwy SB Ramp 17.5 B 171 B 19.6 B 23.2 C
Telegraph Rd @ Fairfax County Pkwy NB Ramp 11.3 B 10.8 B 13.1 B 17.7 B
Telegraph Rd @ Newington Rd 10.9 B 10.7 B 16.0 B 14.1 B
Telegraph Rd @ Beulah St 36.4 D 35.2 D 49.0 D 42.7 D
Telegraph Rd @ Connector Rd - - 12.5 B - - 15.2 B
Telegraph Rd @ Hayfield Rd 54.2 D 59.2 E 63.6 E 70.0 F

U.S. Route 1 @ Telegraph Rd 37.3 D 43.4 D 50.4 D 67.9 E
U.S. Route 1 @ Fairfax County Pkwy 82.9 F 119.7 F 136.4 F 109.0 F
U.S. Route 1 @ Backlick Rd / Pohick Rd 166.8 F 136.9 F 223.5 F 205.0 F
U.S. Route 1 @ Belvoir Rd 86.7 F 78.3 E 159.1 F 157.5 F
U.S. Route 1 @ Woodlawn Rd 34.9 C 40.1 D 63.1 E 61.4 E
U.S. Route 1@0Id Mill Rd / Mt Vernon Mem Hwy / Woodlawn Plantation 190.8 F - - 225.4 F - -
U.S. Route 1 @ Connector Road - - 63.5 E - - 103.3 F
Fairfax County Pkwy @ Kingman Rd 175.2 F 155.6 F 226.8 F 178.9 F
Kingman Rd @ Beulah St 73.4 E 105.2 F 73.4 E 61.6 E
Telegraph Rd @ Fairfax County Pkwy SB Ramp 20.9 C 16.7 B 23.7 C 21.0 C
Telegraph Rd @ Fairfax County Pkwy NB Ramp 70.3 E 38.3 D 114.6 F 48.0 D
Telegraph Rd @ Newington Rd 21.0 C 20.2 C 36.9 D 31.6 C
Telegraph Rd @ Beulah St 40.5 D 37.5 D 63.9 E 58.7 E
Telegraph Rd @ Connector Rd - - 68.0 E - - 46.8 D
Telegraph Rd @ Hayfield Rd 59.5 E 65.0 E 65.3 E 81.5 F

Note: Delay is reported as the average delay per vehicles in seconds. Shaded cells indicate intersections where LOS changes between the No-Build and Build

Alternatives.
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